
If the suppliedmountinghardware cannotbe usedto fastenNixalite’sbirdspikes to the

installationsurface,aGlueClipandAdhesive installationcanbedone.GlueClipscan fasten

either the or the to the surface.Please

readandfollowthe surface preparationandapplicationstepsrecommendedbythe adhesive manufacturer.

If usingNixalite’sadhesive,

downloadthe adhesive productsheet from www.nixalite.com orcontactNixalite fora free copy.

Nixalite PremiumBarrier Models E-Spike EconomySpikes

NOTE:

The

followingproceduresare the same forwood,masonry, sheetmetal, steel, etc.

Nixalite Glue Clip & Adhesive®

Glue Clip InstallationInstructions

1. Clean thoroughly
Make sure the installationsurface
isclean,dryandfree of oil, grease,
dustordirt. Followthe adhesive
manufacturer’s recommendations
forsurface preparations.

2. Mark the Nixalite centerline.
Witha straightedge,markthe
positionof the birdspike base line
onthe surface. If youare notsure
where thiswillbe, callNixalite for
assistance.

Clean surface thoroughly

1. 2.

Spike Strip

Base

Mark where the spike
strip basewill bepos-
itionedonthe surface.

Installing Glue Clips

- continued on back -

GC

Spacing Glue Clips
Use the to determine how
many Glue Clipsyouwillneedto fastenthe spike strips.

Glue Clip Spacing Table

Sharing Glue Clips:

Example:

Glue Clipsuse a double mountinghardware designthat
allowsone clip to secure the endsof two birdspike strips.

The first48”spike strip ina rowuses4Glue
Clips. Every 48”spike stripafter thatrequiresonly 3
Glue Clips. This isbecause of ‘sharing’.One clip ends
one strip andbegins the nextstrip ina row.

Glue Clip Spacing Table

Spike Strip Length Qty Clips Spacing

First 48" strip in a row 4 Glue Clips 16" o.c.

Every 48" strip after 3 16" o.c.

First 24" strip in a row 3 12" o.c.

Every 24" strip after 2 12" o.c.

First 12” strip in a row 2

Glue Clips

Glue Clips

Glue Clips

Glue Clips 12” o.c.

Every 12” strip after 1 Glue Clip 12” o.c.

For each row of spikes, the first strip uses one additional glue

clip due to clip sharing. See ‘Spacing Glue Clips’ notes.

End
of first strip

Start
of next strip

Example: SharedGlue Clip
Wiresof spike stripomitted

for illustrationpurposes

Shared
Glue
Clip

First
Glue
Clip

1. 1.2. 2.3. 3.4.

First 48” strip in row = 4 Forms Next 48” strip in row = 3 Forms

spike strip base

Example: Spike strips & shared Glue Clips
Shared

Glue
Clip
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3. Determine the spacing

5. Applyadhesive

6. Pushtogether

7. Let adhesivecure

8. Install spikestrips

Use the Glue ClipSpacingChart to
determine the dimensionalspacing
betweeneachGlue Clip. Markthe
surface,as indicatedbythe chart,
alongthe spike stripbase line.

Applyadhesive to the installation
surface where the Glue Clipwillbe
positioned.Thenapplyadhesive to
the backof the Glue Clip.Letboth
sit forabout10minutes (oras
recommendedbythe adhesive
manufacturer).

Pushthe Glue Clip with the
adhesive, into the surface adhesive,
until the adhesive squeezesout
throughthe 2holes in the Glue Clip.

Allowthe adhesive to
before installing the spike

strips.Thiscanbe from 24to 48
hours.Refer to the adhesive
manufacturer’s recommended
cure times.

Install the Nixalite Premium
BarrierModelsorE-Spike bird
spikes into the mountingclips
providedonthe Glue Clip.

If youwillbe usingNixalite’sadhesive,
downloadthe productpage from
www.nixalite.com orcallNixalite fora
free copy.

4. Positionthe Glue Clip
AllGlue Clipscome with2mounting
clipspre-installed. The spike strip
base snaps into the " " end of
the mountingclips. Position the
Glue Clip so the line for the spike
strip base line runs throughthe
middle of the ‘hook’ of both
mountingclips. Draw around the
Glue Clip to mark itsposition.

hook

FULLY
CURE

(example)

16" o.c.

Using the Glue Clip Spacing
Table, marktheGlueClip
positions along the spike
strip base line.

"hook"

Line up clip "hooks"
withspike strip
base line

Draw aroundeachGlue Clip
to mark its locations.

MarkedGlueClip position

Applyadhesiveto
themarkedGlueClip
locations.

Applyadhesive to the back
side of the Glue Clip (the side
withoutanyhardware).

PushtheGlueClip (with
adhesive onback) into the
adhesive onthe surface.

Allow the adhesive to
. This canbe

from24to 48hours.
FULLYCURE

Using the
Nixalite installationtool, install the
birdspikes into thehardware.

Using the
Nixalite installationtool, install the
birdspikes into thehardware.
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3. 4.

4. 5.

5. 6.

7. 8.8.

spike

strip base line
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Phone

Fax

Email:

Web:

: 800.624.1189 or 309.755.8771

: 800.624.1196 or 309.755.0077

birdcontrol@nixalite.com

www.nixalite.com

1025 16th Avenue East Moline, IL. 61244
Nixalite of America Inc.®

Experts In Architectural Bird Control Since 1950

Where the World Shops for Humane Bird and Animal Control.


